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FAA APPROVED

e e SERVICE BULLETIN NO. 11 Deke: 1B ranigs

SUBJECT: Wing Lift Strut Assembly Inspection/Replacement.
STATUS: Mandatory.

AUTHORITY: The technical contents of this Service Bulletin have be‘%ﬂbﬂproved
by the FAA. APPROVED

ATUANTA AfRCRAFT CERTIFICATION
PART I OFFICE CENTRAL REGION

AIRCRAFT AFFECTED: A1l Maule Models w%;
Date: /1 /2 /5

COMPLIANCE: Before next flight and each twenty-four (24) month period théreafter.

NOTE:
If the aircraft is new with the original 1ift struts installed, the repetitive
inspection begins when the aircraft is twenty-four (24) months old. Or, if the
wing Tift struts are new and were installed within the last twenty-four (24)
months, inspection is required no later than twenty-four (24) months after new
1ift strut installation.

PURPOSE: The intended objective of this inspection program for the wing strut
assemblies is to detect internal 1ift strut tube corrosion, most likely to
occur on the bottom surface at the lower end (near the fuselage attachment).
Since 1ift struts are closed tubular structures, internal corrosion in most
cases may not be readily apparent until corrosion has advanced completely
through the tube wall. This corrosion if allowed to progress, may lead to
failure of the wing 1ift strut, and the possibility of loss of wing structure
integrity. This service bulletin provides an inspection procedure to detect
evidence of wing Tift strut tube internal corrosion.

INSTRUCTIONS:

1. Remove wing Tift struts and accomplish the inspection per inspection
procedures on Sketch "A": Caution: Take extra care in inspection for external
corrosion in the areas covered by the cuffs.

a. Remove lower and upper wing strut fairings (6 each).

b. Remove nuts from wing strut bolts (8 each).

c. Remove rear struts, right and left and accomplish inspection and treat
(corrosion impediment) per instructions below. Upon successful completion
of the inspection procedure and treatment reinstall rear 1ift struts on
aircraft.

IT'S PERFORMANCE THAT COUNTS
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MODELS AFFECTED: A11 Maule Models

COMPLIANCE: To coincide with the next regularly scheduled inspection event or
at next replacement of the wing 1ift strut, but not to exceed twenty-four
(24) months from the initial inspection as called for in PART I of this
Service Bulletin.

PURPOSE: PART II of this Service Bulletin announces the availability of new sealed
wing 1ift struts which, when installed, will relieve inspection requirements
of PART I of this Service Bulletin.

INSTRUCTIONS:

1. Remove old rear wing 1ift struts.

2. Prepare, prime and paint new sealed wing 1ift struts to match aircraft before
installation.

3. Inspect attach fittings and fairings for condition and replace as necessary.
A1l attaching hardware should be replaced.

4. Install new Sealed rear wing 1ift strut assemblies, Maule Part Number 2200E

on each wing.

Remove old front wing 1ift struts.

Install new Sealed front wing 1ift strut assemblies, Maule Part Number 2201E

on each wing.
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