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SUBJECT: Carburetor Heat Air Valve. BAL APPRCVED
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COMPLIANCE: At option of owner. Compliance is strongly recomﬁended.

REFERENCE: Service Letter No. 56 W___‘i_'_‘t:z_(ﬁ Initiz®

AIRPLANES AFFECTED: Maule airplanes manufactured before 1996 with Lycoming
0-360-C1F, 0-360-C4F, 0-320-B4D, 0-540-J1A5D, 0-540-J3A5 and 0-540-B4B5
engines.

STATUS: Service Letter No. 56, attached for reference, is a mandatory
requirement for inspection of carburetor heat air box valve seal. This
Bulletin provides a more durable material for seal replacement, requires
inspection and possible replacement of attachment hardware and provides
a repair for a loosened valve plate. (Current seals from the factory are
made from a black nitrile rubber with cotton insert which is considerably
tougher than the red silicone rubber and alsc the previously used black
rubber without the reinforcing insert.) (Jyrev replacement provides for

an unthreaded portion through shaft.) L ) e
AUTHORITY: The Technical contents of _t Bulletin have been approved
by the FAA. s "‘:(“

"

‘-Earding the reported failure

BACKGROUND: See “attac u
‘T}g reported recently where

e valve rubberwseal: Another
repair statiunnggg,a spectdo A&tter No. 56 and related
that the seal-ap |_to _beFin g CO “»flowever, a complete engine
£-failure occurred 83 hours Jatertbecausesa strip broke off the seal and
blocked the air to“the carbficetor.” A forced landing ensued and airplane
was totally damagggiﬂf5

o g
Also, we have recéived twWo reports of worn screws and elongated holes in
shafts which caused va1€f to malfunction.

ACTION TO BE TAKEN AND MATERIAL REQUIRED:

1) Request REPAIR KIT No. SB#16 from Maule Air, Inc. This Kit consists
of the following parts: (No charge for kit)

Quantity Part# Item Item#
1 ea. 5286X-22 Buna-N Rubber Sheet (w/cotton insert) (22)
8 ea. AD3-4 Rivets (16)
4 ea. AD3-5 Rivets (17) SB#16
2 ea. MS27039-0814 Screw (20)
2 ea. AN365-832 Nut (21)

NOTE: A new redesigned, heavier air box is now available for -180/160 which
is considerably more durable and has the new seal with cotton insert.

2) Remove the engine cowling. Remove the air filter.

TS PERFORMANCE THAT COUNTS!

service_bulletin_16.max



e e e e - - T r—o— ~9% R R ]

service_bulletin_16.max



service_bulletin_16.max



