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SUBJECT: Fuselage Tubes located near Forward Rudder Control Cables.

REFERENCE: Service Bulletin No. 14

AIRCRAFT AFFECTED: All Maule Model M4's, M-§'s, M-6's, MX-7's, MXT-7's, MT-7-235's, M-
7-235/A/B's,M-8's

COMPLIANCE: Before next flight. Considered mandatory.
AUTHORITY: The technical contents of this Service Bulletin have been approved by the FAA.

PURPOSE: Service Bulletin No. 14, attached for reference, is a mandatory requirement for
inspection of left and right kick panels and forward rudder cables. There is also a possibility
that these cables may have been forced against structural tubes #100 or #30 by kick panels
causing damage to tubing. We have received two reports of cable rubbing cuts into tubing.
This Service bulletin provides an inspection procedure and, if required, provides correction
procedures.

INSTRUCTIONS: NOTE: If these tubing areas, located behind left and right kick panels, were ex-
amined previously during the Service Bulletin No. 14 inspection, and no rubbing marks were
detected on tubing at that time, no further action is required. Complete Compliance Record
Sheet and return it to Maule Records. If you are not completely sure, reinspect per following
instructions.

1. Remove right and left forward kick panels. Left side will require removal of fuel valve handle.

2. Inspect fuselage structural tubes directly adjacent to rudder control cables. If there is no evi-
dence of cable rubbing, no further action is required. Complete Compliance Record Sheet
and return it to Maule Records.

3. If the cable has been in contact with the structure, carefully inspect the depth and width of
the damage to the associated structural tube. This damage may be blended out with a fine
file if the metal removed does not exceed a depth of .010 inch and a width along the tube of
% inch. If either of these dimensions is exceeded, the tube must be reinforced with a welded
patch per Detail A, page 2 of this Bulletin.

Inspect the affected rudder cable to be sure that it has not been damaged. (In the two inci-
dents reported above, the cable was not damaged.) Replace the cable if any of the outer
strands are worn appreciably or broken.

If there is any evidence of the cable having been against the structural tube, install the
3267B-4 Plastic Guide Tube per Detail B, page 2 of this Bulletin.

AVAILABILITY OF PARTS: The following is required to perform this Service Bulletin, if neces-
sary. Order from Parts Dept of Maule Air, Inc.: (Express shipping is to be paid by customer)

1or2ea. SB#17 Tube Reinforcement










