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SUBJECT: Auxiliary Fuel Tanks in Model M-4 (145 hp) and M-4-180C Airplanes.

AIRCRAFT AFFECTED: Maule Models M-4, M-4S, M4T, and M-4C, s/n's 33-94, 1S-
3S, 1T-3T, 1C-11C and M-4-180C s/n's 3001C-3006C.

COMPLIANCE: Before next flight. Considered mandatory.

AUTHORITY: The technical contents of this Service Bulletin have been approved by
the FAA.

PURPOSE: Auxiliary Fuel Tanks were approved for use in all M-4 series aircraft ex-
cept in early s/n’s 3-32. However, the Airplane fllght Manual. Suppldme which
were required for this modification were madvertently am tted at that time. These
Flight Manual Supplements must be mcludg:-d with g;ause of change in aft
C.G. limits when usmg the auxnhary tanks This lletin provides correction
procedures . . SdE

INSTRUCTIONS
NOTE If alrcraft has the auxmary fuel tanks mstalled

a. Check ailerons for ‘|nstallat|on of the second balance weight required for
the auxiliary tank installation. This balance weight is installed inside the
aileron leading edge skin in the second rib bay from the outboard end. It
is retained by a row of blind rivets in line with the row in the outboard bay
which retain the original balance weight. If not there, the second balance
weight must be installed and the aileron balance checked per Maule
Drawing 2120X. Contact the factory for additional information.

b. Check Equipment Change page in Weight and Balance Data of Airplane
Flight Manual for entry of the Auxiliary fuel tank installation weight of 19.6
Ibs. at Arm of 26.3 inches. If not completed, make entry.

c. Install Quick Drains to fuel tank sumps per Maule Service Letter No. 32, if
not already done.

TS PERFORNMANCE THAT COUNTS!
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1. MANUALS: (To be placed in airplane before next flight)
A. M-4 Airplane flight Manual Supplement No. 4 or
B. M-4-180C Airplane flight Manual Supplement No. 2
AVAILABILITY OF PARTS:
The AFM Supplement required to perform this Service Bulletin, if necessary, may
be ordered from the Parts Department of Maule Air, Inc.: (Express shipping is to be
paid by customer)

DOCUMENTATION:

Record compliance to this Service Bulletin in Aircraft Log Book and return the
completed Compliance Record Sheet (Page 3) to Maule Engineering Records.
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COMPLIANCE RECORD SHEET

Aircraft Model

Aircraft Serial No.

Aircraft Registration No.

Action taken: (Please check if applicable)

( ) Service Bulletin No. 18 completed. Auxiliary Fuel ta‘nks are mstaued n thls aircraft
and the required AFM Suppiement has been place in almlane

() Auxmary FueI Tanks are not lnstalled in th|s air (‘No‘ fUrther action is re-

qu1red )

Note: If you no longer own thls aircraft, please forward th formation to the present
" owner/ operator and notify the factory of address/ ownership corrections. Include
aircraft model, serial number, ‘current owner's name and address. Corrections
should be directed to factory address below.

Owner's Name

Owner's Address

City State Zip

Certified by Title
Signature Owner, A&P, IA, etc.

Date performed

Please mail this Compliance Record Sheet to: Maule Aerospace Technology, Inc.
Engineering Records
2099 GA Hwy 133 South
Moultrie, GA 31768

IT'S PERFORMANCE THAT COUNTS!
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TS PERFORNMANCE THAT COUNTS!
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2.3 NORMAL FLIGHT OPE

MAULE AEROSPACE TECHNOLOGY, INC.
MOULTRIE, GEORGIA
AFM SUPPLEMENT NO. 4

FOR MAULE M-4, M-4S, M-4T and M-4C
(S/N's 33-94, 1S-3S, 1T-3T, 1C-11C)

SECTION |

OPERATING LIMIATIONS

MAXIMUM WEIGHT: 2100 Lbs. Filling each auxiliary tank will add seventy
(70) pounds per side at twenty-two (22) inches. Consult paragraph 8, “Center
of Gravity Range” and the “Center of Gravity Envelope” on the “Weight and
Balance Information” data sheets to assure proper aircraft loading.

CENTER OF GRAVITY LIMITS:

With Fuel in Auxiliary Tanks With Auxiliary Tanks Empty Weight

+15.0 to +18.0 +15.0 to +23.0 2100 Ibs.

+11.0 to +18.0 +11.0 to +23.0 1400 Ibs. or less
PLACARDS

On Instrument Panel below auxiliary fuel tank gauges:

“AIRCRAFT LOADING RESTRICTED WITH FUEL IN AUXILIARY GAS
TANKS - SEE LOADING INSTRUCTIONS”

SECTION |

NORMAL OPERATING PROCEDURES

E. FUEL SYSTEM MANAGEMENT:

Fuel is fed to the engine from the main (inboard) tanks and is controlled
by the selector valve on the left kick panel. Auxiliary (outboard) tanks
feed their respective main tanks via transfer pumps which are controlled
by switches on the instrument panel. These transfer pumps transfer fuel
at a rate of .4 gallons per minute, or approximately one half hour for a full
auxiliary tank. Overfilling a main tank from an auxiliary tank will force ex-
cess fuel overboard through the tank vent system. Confirm fuel transfer
by illumination of the transfer pump switch and an increase in the respec-
tive main tank fuel gauge.
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