Letters #44, #4b, ¥48 or #49): M-5-220C, Ser. No. S5001C thru 5057C; M=5=210C, Ser. No.
6001C thru 6206C; M-5-235C, Ser. No. 7001C thru 7045C, 7047C thru 7052C; M-5-180C, Ser.
No. 8001C thru 8014C, B8016C thru 8019C and 8021C and includes any M-5 series airplane
with this modification where the fuel crossover supply line routes between flap control
handle and fuselage seat support frame in area where flap control handle travels.

COMPLIANCE: Immediate compliance is recommended.

STATUS: Considered mandatory.

AUTHORITY: This Service Bulletin is FAA Approved.

BACKGROUND: There is a possibility that the Flap Control Handle could be pulled against
the fuel crossover supply line of those aircraft with front routed fuel line which may

crush the line and thereby restrict fuel flow.

ACTION TO BE TAKEN:

(1) Examine forward area under front seats. |If fuel crossover line is aft of the
fuselage seat support frame, no further inspection or action is necessary.

(2) If fuel crossover line is routed forward of seat support frame, inspect line for
collapsed condition at area where the Flap Control Handle travels.

(3) If fuel line is found to be collapsed, it must be replaced. A replacement line,
complete with nuts, sleeves and anti-chafe sleeve can be obtained from Maule Air,
Inc. for a service charge (call for price) or aluminum 3003-0 tubing to spec. WW-T-700/2
or 5052-0 tubing to spec. WW-T-700/L, 3/8' dia. x .035 may be used.

(4) Upon inspection, if fuel line is in satisfactory condition, proceed to instruct~
tions for rerouting fuel line.

INSTRUCTIONS FOR REROUTING FUEL CROSSOVER SUPPLY LINE:

(1) Position Fuel Selector pointer to "RIGHT' Main tank and drain right main fuel
tank using drain valve behind step. (Right tank should be aft valve.)

(2) Remove left front seat and disconnect right seat at front and lay back.
(3) Disconnect fuel crossover line at junction 'T's' under left and right doors.

(4) Cut cable ties holding the fuel line in place and note position of anti-chafe
sleeves. Remove line.
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