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SUBJECT: Modification for gross weight increase.

AIRPLANES AFFECTED: MAULE Model M-5-210C, Serial Numbers 6001C thru 6206C.

COMPLIANCE: Optional.
AUTHORITY: This Service Letter is FAA Approved.

BACKGROUND: Many MAULE M-5-210C owners have requested additional useful load for their
airplanes. By incorporating this modification, most M-5-210C airplanes will have a useful load
in excess of 1000 pounds.

ACTION TO BE TAKEN AND INSTALLATION INSTRUC flONS:

(1)  Attach AFM Supplement No. 4 to FAA Approved Alrplane Flight Manual dated 28 De-
cember 1973.

(2) Substitute the enclosed pages 1C, 5 and 6C dated 3/10/83 of the Weight and Bal-
ance Data for the corresponding pages you now have. Page 6C now revised and
dated 5/19/83.

(3) Comply with Service Letter No. 46 modification for nncreased flap travel.
NOTE: Supplement No. 4 supersedes Supplement No 5 when modification per
Service Letter No. 45 is in effect. .

(4) Change Cylinder Head Temperature probe from No. 4 to No 5 cyllnder (Ser. No.
6001C thru 6014C, 6039C and 6043C thru 6045C may already be probed on No. 5).

(5) Remark Green Arc of Airspeed Indicator in accordance with page 2 of AFM Supple-
ment No. 4. Since the instrument must be opened, it is required that an approved in-
strument shop do the work.

(6) Install the following in accordance with Maule drawing 5162E, rev. K or later revision:

a. Required on Serial Numbers 6001C thru 6014C, 6039C, 6043C thru 6045C only:

1 ea. 5084E-7 Bracket

1 ea. 5207B Baffle - Inner Aft Oil

1 ea. 5208B Baffle - Inner Forward Oil

1 ea. 5209B Baffle - Outer Oil

1 ea. 5210B Baffle - Center (w/Baffle Sealing Extensions)
1 ea. 5211B Bracket - Right Rear Baffle

6 ea. SB-4-2 Rivets
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ACTION TO BE TAKEN AND INSTALLATION INSTRUCTIONS: (Cont'd)

2 ea. AN526-832-R6 Screw
2 ea. AN365-832 Nut

b. Required on Serial Numbers 6001C thru 6099C only:

1 ea. 5213B Baffle Sealing Extension
1 ea. 5215B Baffle - Oil Cooler

(7) Install the following per drawing 2158E, rev. B or later revision:

1 ea. 2157E-1 Plate, Rear Left

1 ea. 2157E-2 Plate, Rear Right

1 ea. 2157E-3 Plate, Front Left

1 ea. 2157E4 Plate, Front Right
2 ea. 2036B-2 Fitting - Wing Front
2 ea. 2037B-2 Fitting - Wing Rear

42 ea. AN470AD4-6 Rivets
18 ea. AN426AD3-6 Rivets

4 ea. AN5-10 Bolt

10ea. AN5-13 Bolt

2ea. 2040F-3 Rib, Leading Edge
2ea. 2041X-3 Rib, Center

14 ea. AN470AD4-7 Rivets
14 ea. AN365-524 Nut

INSTALLATION INSTRUTIONS:

1.

Remove wing gap fairings at fuselage, proceed by disconnecting fuel lines and wiring at
tank. Also, remove flap cables by disconnecting at the wing and remove rubbing block.
Remove aileron cables by disconnecting turnbuckles above headliner and removing rub-
bing blocks attached to fuselage. Detach struts at wings and remove wings.

Remove screws holding tank skin down, then lift tank skin just high enough to disconnect
gas tank straps and remove tank.

Remove ribs 2040F and 2041X.
Remove wing root fittings 2035B, 2036B and 2037B.

Place 2157E-3 or -4 in position flush with end of front spar. Drill as per print. Mark con-
tour of end.

Remove reinforcement 2157E and cut to fit. Reinstall and rivet.

























