MAULE AEROSPACE TECHNOLOGY, INC.
MOULTRIE, GEORGIA
AFM SUPPLEMENT NO. 21
MAULE M-5-235C

OPERATING LIMITATIONS

POWER PLANT LIMITATIONS:

Engine: Lycoming 0-540-B4B5

Engine Limits: 235 hp @ 2575 RPM, Full Throttle Continuous

Propeller: Hartzell: Constant Speed HC-C2YR-1BF/F8468A-3R (81")
or —6R (78") (Use -3R with 7:00 tires or
larger and 26 psi minimum air pressure)

Engine Instrument Markings:

Tachometer: Green Arc — Normal Operating Range,
2200 - 2575 RPM

Red Radial — Maximum RPM, 2575 RPM

NORMAL OPERATING PROCEDURES

NORMAL FLIGHT OPERATIONS:

NOISE LEVEL:

The noise level obtained during certification per FAR 36 was 73.9 dBA.
No determination has been made by the Federal Aviation Administration
that the noise level of this airplane is or should be acceptable or
unacceptable for the operation at, into or out of any airport.
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FAA APPROVED

AIRPLANE FLIGHT MANUAL SUPPLEMENT NO. 22

FOR
MAULE M-5-235C

Reg. No.

Ser. No.

This Supplement must be attached to the FAA Approved Airplane Flight
Manual dated 6 April 1976 with Rev. B dated 11/6/80 or with Rev. C dated
4/22/81 when Lycoming 0-540-J3A5 or 10-540-W1A5 Engine is installed in
accordance with Maule Engine Installation Drawing 5260X or 5400X.

The information contained herein supersedes and supplements the
information of the basic Airplane Flight Manual: for limitation, proce-
dures and performance information not contained in this Supplement,
consult the basic Airplane Flight Manual.
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S/n 7001C-7026C, 7028C, 7030C-7032C, 7037C must
have SL#36 c/w using expanded CG Timits.
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MAULE AEROSPACE TECHNOLOGY, INC.
MOULTRIE, GEORGIA
AFM SUPPLEMENT NO. 22
MAULE M-5-235C

OPERATING LIMITATIONS

POWER PLANT LIMITATIONS:

Engine: Lycoming 0-540-J3A5 or I10-540-W1A5

Propeller: Hartzell: Constant Speed HC-C2YR-1BF/F8468A-3R (81"
or -6R (78")(Use -3R with 7:00 tires or
larger/26 psi minimum air pressure)

McCauley: B2D37C224-B/G-90RA-9 (81")(Use with 7:00
tires or larger/26 psi min. air pressure)
B3D32C414-C/G-82NDA-2 (80")(Use with 7:00
tires or larger)

Engine Instrument Markings:

Tachometer: Green Arc - Normal Operating Range,
2050 - 2400 RPM

Red Radial — Maximum RPM, 2400 RPM
[11171771117//]/ WHEN EQUIPPED WITH THE HARTZELL —6R (78") PROP DO
////CAUTION////  NOT EXCEED 23 IN. M.P. BELOW 2050 RPM. THIS IS A
I11111111111177 VIBRATORY STRESS LIMITATION WHICH APPLIES ONLY TO
THIS MODEL PROPELLER.

NORMAL OPERATING PROCEDURES

NORMAL FLIGHT OPERATIONS:

NOISE LEVEL:
The noise levels obtained during certification per FAR 36, were:

75.7 dBA for aircraft with Hartzell -3R (81") 2 blade propeller
67.6 dBA for aircraft with Hartzell -6R (78") 2 blade propeller
73.8 dBA for aircraft with McCauley -9 (81") 2 blade propeller
74.1 dBA for aircraft with McCauley -2 (80") 3 blade propellier

No determination has been made by the Federal Aviation Administration
that the noise Tlevel of this airplane is or should be acceptable or
unacceptable for the operation at, into or out of any airport.
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