Maule Aircraft Corporation
MOULTRIE, GEORGIA 31788

14 May 1973
Rev. A dated: MAR 07 2003

Service Letters #24, #25, #26, and #27

To: All owner's of Maule Models M-4-180C and M-4-220C/S aircraft, Serial Numbers 3001C -
3006C, 20018, 2001C - 2126C, 2129C - 2175C and 2177C.

It has become necessary to alter the engine cooling on M-4-180 and M-4-220 aircraft equipped
with the Franklin Engine as shown in the attached Service Letters. Service Letters #24, #25,
and #26 are mandatory and must be complied with within the next fifty (50) hours of engine op-
eration. Additional cooling modifications are included in revision A of Service Letters # 24 and
#26.

Service Letter #24 requires no parts unless additional cooling is being installed per revision A.

Service Letter #25 requires one ea. Cylinder Head Temperature Probe Slug, Maule p/n 6002B-
4 which may be ordered for affected aircraft free of charge.

Service Letter #26 requires parts as specified for Kit #26 and, if desired, parts required for addi-
tional cooling per revision A available from Maule Air, Inc.

Service Letter #27 offers an optional advantage available to owners of Maule Airplanes upon
completion of certain checks and. alterations. All Maule Airplanes are currently limited to five
(5) minutes of full throttle operation as stated on the Power Limitation Placard on the Instru-
ment Panel. Completion of Service letter #27 allows continuous full throttle operation with the
resultant advantage being a faster speed. No parts are required to realize this advantage.

Federal Aviation Administration Regulations require that Maule Air, Inc. keep a record of com-
pliance with the mandatory Service Letters. Please fill out and return the enclosed compliance
record immediately upon completion of the required items.

Enclosures: One ea. copy of: Service Letters #24, #25, #26, and #27
One ea. Compliance Record Sheet




Maule Aircraft Corporation
MOULTRIE, GEORGIA 31788

Date: 27 April 1973
Rev. A dated:__ MAR 0 7 2003

SERVICE LETTER # 24

Subject: Cylinder Head Temperature Probe Location.

Models Affected: M-4-180C Serial No. 3001C - 3006C
M-4-220C/S Serial No. 20018, 2001C - 2126C, 2129C - 2175C and 2177C

Compliance: Mandatory within the next fifty (50) hours of engine operation.
Authority: This Service Letter is FAA Approved.

Background: No. 4 Cylinder has been determined to be the hottest running Cylinder on the
affected engines.

Description:

1. Remove the Cylinder Head Temperature Probe located on the outboard end of the
Cylinder.

2. Install the Probe in the Cylinder Head Temperature Probe Hole in the No. 4 Cylinder.
Cylinder numbering is stamped on the Crankcase Cover adjacent to the Cylinder. The
No. 4 Cylinder is the right hand center Cylinder when facing forward.

Material Required: None.

Note: Install the following to achieve additional cooling

a. Install the following in accordance with drawing 5425E:
1 ea. 5031X-6 Deflector - Right Rear
1 ea. 5031X-22  Baffle
1 ea. 5031X-23  Baffle
12 ea. SB-4-2 Rivets
Part required for 5.b.:
1 ea. 6002B-4 Slug

Remove old 5031X-6 and install new 5031X-6. (New 5031X-6 will have bend).

b. Change Cylinder Head Temperature probe from No. 4 to No. 2 cylinder. Insert 6002B-4
slug in cylinder before installing probe. (The No. 2 cylinder is located on rear, right side.)

Above cooling modification is applicable to all M-4-180C and M-4-220S/C serial numbers.




Maule Aircraft Corporation
MOULTRIE, GEORGIA 31788

27 April 1973
Rev. A dated: MAR 07 2003

SERVICE LETTER NO. 25

Subject: Cylinder Head Temperature Probe Slug Installation

Model Affected:  M-4-220C, Serial No. 2135C - 2175C and 2177C

Compliance: Mandatory within the next fifty (50) hours of engine operation.

Authority:  This Service Letter is FAA Approved.

Prerequisite: Simultaneous compliance with Service Letter No. 24.

Background: It has been discovered that Cylinder Head Temperatures have been reading low.

Description: 1. Remove Cylinder Head Temperature Probe, Stewart-Warner P/N 333-B,
from Cylinder.

2. Install Cylinder Head Temperature Probe Slug, Maule P/N 6002B-4 in hole.
3. Reinstall Probe.

Material Required: 1 ea. Cylinder Head Temperature Probe Slug, Maule P/N 6002B-4.























































