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MAULE AEROSPACE TECHNOLOGY, INC.
MOULTRIE, GEORGIA
AFM SUPPLEMENT NO. 1

FOR MAULE M-7-235A
on AQUA 2400 Floats

LOG OF REVISIONS

TO
REV. PAGES DESCRIPTION APPROVAL AND DATE

A All Changed primary airspeed units to knots. g%)

Added Log of Revisions Page and updated AnAtlanta Aircraft Certification Office
supplement. Deleted Propeller limitation, inf | FAA, Atlanta, GA

ltem 1.2.

Date: AUG 19 2002
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MAULE AEROSPACE TECHNOLOGY, INC.
MOULTRIE, GEORGIA
AFM SUPPLEMENT NO. 1

FOR MAULE M-7-235A
on AQUA 2400 Floats

SECTION |
GENERAL: NORMAL CATEGORY OPERATION

1.1 MAXIMUM WEIGHT: 2750 Ibs.

1.2 CENTER OF GRAVITY LIMITS: +15.0to +20.0 inches @ 2750 Ibs.
+12.5to +20.0 inches @ 1600 Ibs. or less

Straight line variation between points given
Datum: Wing leading edge

SECTION 11
LIMITATIONS

2.1 AIRSPEED LIMITS: (CAS)

A. AIRSPEED INDICATOR MARKINGS:
Red Radial — Never Exceed Speed (VNE), 142 K (164 mph)
Yellow Arc — Caution Range, 126 — 142 K (145 - 164 mph)
Green Arc — Normal Operating Range, 57 — 126 K (65 — 145 mph)
White Arc — Flap Operating Range, 45 — 82 K (52 - 94 mph)
2.4 PLACARDS:

The following placards are in the cockpit in clear view of the pilot:

RETRACT WATER RUDDER FOR FAST TAXI, TAKEOFF AND LANDING.

SEAPLANE FLAP LIMITATIONS:
TAKEOFF - 24° (2"° NOTCH) MAX.
LANDING - 40° (3"° NOTCH) MAX.

Located adjacent to Airspeed Indicator:

| SEAPLANE VNE 142 KTS | (Airspeed Indicator calibrated in Knots)

| SEAPLANE VNE 164 MPH | (Airspeed Indicator calibrated in MPH)

FAA APPROVED: 4/21/94
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