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Ser. No.

This supplement must be attached to the FAA Approved Airplane
Flight Manual dated 9 November 1990 when Century Flight Systems Century
21 Autopilot is installed in accordance with Maule Installation Manual

AK932.

The information contained herein supersedes and supplements
the information of the basic Airplane Flight Manual; for limitations,
procedures and performance information not contained in this Supplement,
consult the basic Airplane Flight Manuai.
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MAULE AEROSPACE TECHNOLOGY, INC.
MOULTRIE, GEORGIA
AFM SUPPLEMENT NO. 1
FOR MAULE MXT-7-180

SECTION II
LIMITATIONS
2.1 AIRSPEED LIMITS:

Maximum speed for autopilot operation is 180 mph (156K).

Minimum speed for autopilot operation in climb configuration is
100 mph (87K).

2.4 AUTOPILOT OPERATION LIMITATIONS:

1. Minimum altitude for autopilot operation is 200 feet above ground
level for approaches and 850 feet for climb, cruise and descent.

2. Autopilot must be disengaged during takeoff and tanding.
3. Instrument approaches in the NAV or APPROACH mode are not approved.

4, EDO-Aire Mitchell Century 21 Autopilot Operator's Manual 685805
Rev. A, dated 1 July 1980 is an integral part of this AFMS.

SECTION III
NORMAL PROCEDURES

3.3 NORMAL FLIGHT OPERATIONS:

H. AUTOPILOT:

Refer to Century 21 Pilot's Operating Manual 685805, Rev. A, dated
T July 1980.

SECTION IV
EMERGENCY PROCEDURES
4.17 [I111111771171777711117111171177
////AUTOPILOT SERVO HARDOVER////
[T 77T

1. Control Wheel/Rudder pedals — OVERPOWER to prevent further
deviation.

2. AUTOPILOT ON-OFF Rocker Switch - A/P OFF.

NOTE: IN THE EVENT OF A GYRO FAILURE OR VACUUM SUPPLY SYSTEM
FAILURE, AUTOPILOT OPERATION MUST NOT BE ATTEMPTED.

FAA APPROVED
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FAA APPROVED

AIRPLANE FLIGHT MANUAL SUPPLEMENT NO. 2

FOR

MAULE MXT-7-180

Reg. No.

Ser. No.

This supplement must be attached to the FAA Approved Airplane
Flight Manual dated 9 November 1990 when Century Flight Systems Century
IIB Autopilot is installed in accordance with Maule Installation Manual
AK513.

The information contained herein supersedes and supplements
the information of the basic Airplane Flight Manual; for limitations,
procedures and performance “information not contained in this Supplement,
consult the basic Airplane Flight Manual.
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MAULE AEROSPACE TECHNOLOGY, INC.
MOULTRIE, GEORGIA

AFM SUPPLEMENT NO. 2
FOR MAULE MXT-7-180
SECTION II
LIMITATIONS
2.1 AIRSPEED LIMITS:

Maximum speed for autopilot operation is 180 mph (156K).

Minimum speed for autopilot operation in climb configuration is
100 mph (87K).

2.4 AUTOPILOT OPERATION LIMITATIONS:

1. Minimum altitude for autopilot operation is 200 feet above ground
Tevel for approaches and 850 feet for climb, cruise and descent.

2. Autopilot must be disengaged during takeoff and landing.
3. Instrument approaches in the NAV mode are not approved.

4, Century IIB Pilot's Operating Manual 68S75 dated 6/1/72, revised 3/15/81
is an integral part of this AFMS.

SECTION III
NORMAL PROCEDURES

3.3 NORMAL FLIGHT OPERATIONS:

H. AUTOPILOT:

Refer to Century IIB Pilot's Operating Manual 68575 dated 6/1/72,
revised 3/15/81.

SECTION IV
EMERGENCY PROCEDURES

4.17 LILTTLETTTLTT LTI
////AUTOPILOT SERVO HARDOVER////
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1. Control Wheel/Rudder pedals - OVERPOWER to prevent further
deviation.

2. AUTOPILOT ON-OFF Rocker Switch - A/P OFF.

NOTE: IN THE EVENT OF A GYRO FAILURE OR VACUUM SUPPLY SYSTEM
FAILURE, AUTOPILOT OPERATION MUST NOT BE ATTEMPTED.

FAA APPROVED
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FAA APPROVED

Aurplane Flight Manual Supplement No. 3

MAULE MXT-7-180

Reg. No.

Ser. No.

This Supplement must be attached to the FAA Approved Airplane Flight Manual dated
November 9, 1990 when modified by the installation of S-TEC System 50 Two Axis Auto-
pilot Model ST-418-50 (14 volt) installed in accordance with Maule Drawing No. 9193A, Rev.

B or later revision.

The information contained herein supplements or supersedes the basic manual: for limi-
tations, procedures and performance information not contained in this supplement consult the

basic Airplane Flight Manual.
FAA APPROVED: C'u?em E R,
Managér, Aircraft Certification Office

Federal Aviation Administration
Atlanta, Georgia USA

DATE: JAN. O5 2000
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MAULE AEROSPACE TECHNOLOGY, INC.
AFM SUPPLEMENT No. 3

FOR MAULE MXT-7-180

SECTION |

GENERAL

This manual is to acquaint the pilot with the features and functions of the System 50 Two Axis
Autopilot and to provide operating instructions for the system when installed in the aircraft.

The aircraft must be operated within the limitations herein provided when the autopilot is in
use.

SECTION I

OPERATING LIMITATIONS

1. Autopilot operation prohibited above 173 MPH IAS (150 KIAS).

2. Autopilot must be OFF for takeoff and landing.

3. Flap extension or retraction limited to 24° (2 notches) down during operations in altitude
hold mode.

SECTION IiI

NORMAL OPERATING PROCEDURES

SYSTEM DESCRIPTION

The System 50 is a pure rate autopilot which uses an inclined rate gyro in the Turn Coordinator
instrument as the primary roll and turn rate sensor and an accelerometer and an absolute
pressure transducer as pitch rate sensors. The turn coordinator includes an autopilot pick-off,
a gyro RPM detector and an instrument power monitor. Low electrical power will cause the
instrument "flag” to appear while low RPM will cause the autopilot to disconnect. The autopilot
includes an automatic pre-flight test feature that allows a visual check of all the annunciator
lamps and checks critical elements of the accelerometer system. The test feature will not en-
able autopilot function unless the automatic test sequence is satisfactorily completed.

NN The S-TEC autopilot installation in this aircraft uses servo control about the

HIINOTEINI  pitch and yaw axis only, to maintain control of aircraft. There is no aileron

i servo. This necessitates that aircraft lateral trim control be maintained by two
methods: (1) the aileron fixed trim tab must be properly ground adjusted and
(2) the pilot must maintain proper wing fuel balance. In addition, the pilot
should monitor uncoordinated flight indications and manually adjust aileron
position to assist in maintaining wing level flight if necessary. (if the aircraft
tends to fly slightly wing low the pilot should raise the low wing using aileron
only.)

FAA APPROVED
DATE: JAN. O5 2000 Page 3 of 9
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MAULE AEROSPACE TECHNOLOGY, INC.
AFM SUPPLEMENT No. 3

FOR MAULE MXT-7-180

i - . . . .
IICAUTIONII To optimize autopilot controllability, abrupt flap extension and retraction

T as well as large, rapid power changes should be avoided.

When the pre-flight test is satisfactorily completed and when the rate gyro RPM is correct, the
green "RDY" light will illuminate indicating the autopilot is ready for the functional check and
operation. The autopilot cannot be engaged unless the "RDY" light is illuminated. When the
system is equipped with the optional 3" Air Driven Directional Gyro (D.G.) or a compass sys-
tem, directional information is provided to the autopilot by a heading bug in the instrument.

Pitch axis control is provided for the altitude hold function by use of the accelerometer and the
pressure transducer. When the altitude hold mode is engaged, an elevator trim sensor in the
pitch servo will detect the elevator trim condition. When elevator trim is necessary to re-
establish a trimmed condition, trim indicator lights on the programmer unit will illuminate to indi-
cate the direction to trim to restore a trimmed condition.

The indicator and annunciator lamp brilliance is controlled through the aircraft instrument light
rheostat, except for the "trim" indicators which always illuminate at full intensity.

TEST
: A 0
\ P N

6// .@_ \j OFF

Lo @)

RDY

PUSH HDG/STB
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MAULE AEROSPACE TECHNOLOGY, INC.
AFM SUPPLEMENT No. 3

FOR MAULE MXT-7-180

Mode Programmer and Annunciator Unit - Provides mode switches and annunciation for
the system.

Mode Annunciation Window - Displays mode in use.

Ready Light (RDY) - Green RDY lamp illuminates when autopilot is ready for engage-
ment.

ON-OFF Stabilizer Mode Switch - Momentary actuation engages roll system in stabilizer
(STB) Mode and allows use of the turn knob (item 11) to command turn rate desired.
When the system is operating a momentary actuation will disengage the system and
cancel all annunciations.

Altitude Mode Switch (ALT) - Momentary actuation will engage altitude hold mode or dis-
engage altitude mode if previously engaged. This function is also available by use of an
optional control wheel mounted altitude engage/disengage switch, for added conven-
ience.

Navigation Mode Switch (NAV) - Mbmentary activation will engage the VOR Tracking
Mode. This mode provides low system gain for comfortable cross-country tracking.

Approach Mode Switch (APR) - Momentary actuation will engage the VOR or Localizer
Tracking Mode. This mode provides a higher level of system gain for more active track-
ing of VOR or Localizer front course signals.

Reverse Approach Mode Switch (REV) - Momentary activation will engage the reverse
tracking mode for use when tracking a Localizer backcourse. This mode provides the
same system gain as the APR Mode with reverse needle sensing.

Down TRIM Light (DN) - This light illuminates to indicate the need for nose down trim.
When both the UP and DN lights are not lighted, the aircraft is in trim longitudinally.

UP Trim Light (UP) - This light illuminates to indicate the need for nose UP trim.

Turn Knob and Heading Switch - The turn knob allows the selection of turn rates up to
standard rate (3°/second) either right or left. Turning the knob to the right or left will
cause a turn that is proportional to the displacement of the knob from center. For level
flight, the electronics provide a small dead zone of approximately 10° at the center indice.
To actuate heading mode, momentarily depress the turn knob. To return to STB Mode
from HDG, depress the turn knob. When the system is operating in any radio mode and
the system is equipped with a D.G., depressing the turn knob will return the system to
HDG Mode directly.

FAA APPROVED
DATE: JAN. O5 2000 Page 5 of 9

mxt_7_180_all.max



MAULE AEROSPACE TECHNOLOGY, INC.
AFM SUPPLEMENT No. 3

FOR MAULE MXT-7-180

12.  Autopilot Master ON-OFF Test Switch - Refer to Pre-Flight Procedures for operating de-
tails.

13.  Optional remote AP disconnect switch and/or remote altitude hold engage-disengage
switch.

PRE-FLIGHT PROCEDURES

it . . .
HHINOTEIN During system functional checks the system must be provided adequate DC

I voltage (12 or 24 VDC minimum as appropriate.)

MANDATORY PRE-FLIGHT TEST

1. AP Master Switch - Move to TEST position.

a. Observe all lights and annunciators illuminate.
b. Observe the following light sequence of the trim indicators: (Sequence requires 9
seconds.)

1. Initially both trim UP & ON lights are illuminated.
2. Up light extinguishes momentarily and relights.
3. DN light then extinguishes and will remain off.

2. AP Master Switch - Move to ON position, observe ready (RDY) light illuminates. Autopilot
can be engaged and disengaged repeatedly without repeating the test sequence until
electrical power is removed. Once power is interrupted the test must be reconducted to
get a ready indication. If the ready light does not illuminate after the test a failure to pass
the test is indicated and the system will require service.

NN . )
IIINOTEN Altitude mode cannot be engaged unless power is on for more than 15 sec-

mmmn °nds:

SYSTEM FUNCTIONAL TEST

3. Depress ON-OFF Switch - STB Annunciator illuminates. Rotate turn knob to the left and
observe left rudder pedal moves forward. Repeat same thing to right. Center turn knob.

5. SetD.G. and place bug under lubber line (if installed). Push turn knob to engage HDG

mode. Observe HDG annunciator. Move HDG bug left and right. Observe proper left/
right rudder pedal action.

FAA APPROVED
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MAULE AEROSPACE TECHNOLOGY, INC.
AFM SUPPLEMENT No. 3

FOR MAULE MXT-7-180

5.  Overpower Test - Using rudder pedal action, overpower rudder servo left and right.
Overpower action should be smooth with no noise or jerky feel. If unusual sounds or ex-
cessive play is detected, have the servo installation inspected prior to flight.

6. Radio Check - A. Turn on NAV Radio, with valid NAV signal, engage NAV Mode and
move VOR OBS so that VOR needle moves left. Left rudder pedal
moves slowly forward. Repeat same test with a right needle deflec-
tion.

B. Select REV Mode - the rudder pedals should move in opposite direc-
tion of the NAV needle. (With a left needle deflection, the right pedal
should move forward.)

C. Select APR Mode - the rudder pedals should again follow radio nee-
dle movement and with more authority than produced by NAV Mode.

7.  Move Pitch control to level flight position - Engage ALT Mode. Move control wheel fore
and aft to overpower pitch servo clutch. Overpower action should be smooth with no
noise or jerky feel. If unusual sounds or excessive play is detected, have the pitch servo
installation inspected prior to flight.

8.  Trim Check - Manually apply backpressure to control wheel for 2-3 seconds - observe the
DN trim light illuminates. Apply forward pressure to the control wheel for 2-3 seconds,
observe the UP trim light illuminates. Move the control wheel to center - observe both
UP/DN lights extinguish.

9.  Hold control wheel and depress ON-OFF Switch - note that rudder and pitch servos re-
lease. Move control wheel and rudder pedals to confirm rudder and pitch motions are
free, with no control restriction or binding. If the optional disconnect switch is installed it
may be used to effect the disconnect for this check.

IN-FLIGHT PROCEDURES

il The required pre-flight test can be conducted in flight if necessary. It should
HIINOTEI be noted, however, that when the UP/DN lights are flashing the pitch servo
it will momentarily engage and disengage. This alternate engage-disengage

sequence is part of the test function. Because of the engage-disengage se-
quence the test should not be conducted while maneuvering.

1.  Check - RDY light on.

2. Trim aircraft for existing flight condition. Maintain Yaw Trim during all Autopilot opera-
tions.

FAA APPROVED
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