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1 ALL Include approval of Manual signed by
Models M-4, M-4S, M~4C & John W. Hurley for
M-4T airplanes in the Chief, Engineering
M-4 series. & Mfg. Branch,

Central Region, FAA
2 ALL Revised to include all N

M-4 series (less M-4-180
& M-4-210 models)

Serial No. 1 and subse-
quent. Adds additional
Normal and Emergency
Operating Procedures,

yil(/tu ﬁ&\dtﬂ '

Manager L/
Atlanta Aircraft

Certification Office,
Central Region, FAA
MAY 1 1984
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* For Chief, Engineering & Manufacturing Branch, Central Region
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MAULE AIRCRAFT CORPORATION

AIRPLANE FLIGHT MANUAL
MAULE M-4/CISIT
Pageiii
LOG OF SUPPLEMENTS
SUPP. | NO. OF APPROVAL
NO. | PAGES DESCRIPTION DATE

1 2 Limitation for flight with Right Rear Door removed - (STC SA258CE). 09/24/64

(Applicable only on M-4 and M-4S)
2 3 Installation of Fli-Lite Model 3000 MK IlIA Skis. 09/25/64
3 1 Installation of Federal Model A2000A Skis. 09/28/64
- 1 Installation of Landes-Airglas Model L-2500A Skis — (STC SA222AL). 12/05/66
4 4 Operation of aircraft when Auxiliary Fuel Tanks are installed. 06/11/97
i 5 Installation of Apollo MX20 Multi-Function Display - Maule Drawing 08/15/02

7265A.
i 8 Instal]ation of GARMIN GNC-420 (GPS/COMM) System per Maule 06/30/03

Drawing 7251A.

Installation of GARMIN GNS-530 (GPS/NAV/COMM) System per
) ° Maule Drawing 7253A. 06/30/03
) 4 Installation of GARMIN GTX-330 Mode S Transponder Traffic Infor- 06/30/03

mation System (TIS) per Maule Drawing 7255A.
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MAULE AIRCRAFT CORPORATION SECTION 1

LIMITATIONS
AIRPLANE FLIGHT MANUAL FAA APPROVED
DATE: 3/15/66
MAULE M-4 SERIES REV. 2 dated:
MAy
SECTION | 1 1984
OPERATING LIMITATIONS
AIRSPEED LIMITS: All airspeeds are calibrated airspeeds.
A. AIRSPEED INDICATOR MARKINGS:
Red Radial -~ V AIRJSPEED
NE White Arc
Flap Operating
Range

Yellow Arc

Green Arc

Caution R
ution Range Normal Operating

Range

B. EXPLANATION OF AIRSPEED INDICATOR MARKINGS:
Red Radial Line - Never exceed Speed (V,_), 180 mph (156K): Maximum

safe airspeed in smooth air. NE

Yellow Arc - Caution Range, 145-180 mph (126-156K): Operation in this
speed range should be conducted only in smooth air, and control
movements should not be large or abrupt.

Green Arc - Normal Operating Range, 60-145 mph (52-126K): Extends from
flaps up, power off stall speed at 2100 lbs. (VS]) to design
cruise speed (VC)'

White Arc - Flap Operating Range, 53-90 mph (45-78K): Extends from

full flap, power off minimum stall speed at 2100 lbs. (VSO) to
the Maximum flaps extended speed (VFE)'

C. DESIGN MANEUVERING SPEED: The maximum safe airspeed at which full aero-
dynamic controls can be applied (VA) is 125 mph (109K). This
airspeed is not marked on the airspeed indicator.
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