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MAULE ATRCRAFT CORPORATION
ATRPLANE FLIGHT MANUAL

MAULE M-5-235C

LOG OF REVISIONS

PAGE i

REV.

TO
PAGES

DESCRIPTION

APPROVAL AND LATE

~ from 75 to 50 RPM.

Changed White Arc on Indicator Dia~
gram from 56 to 65 mph, changed Green
Arc from 62 to 70 mph. Made same ' .-
changes in Marking Explanations.
Added Note at bottom and deleted -~
Design Maneuvering Speed.
Added Design Maneuvering Speed Acty
paragraph at top. Deleted Maximum
Weight at bottom.

Added Maximum Weight paragraph at tops
Changed C.G. limits at 2300# from
16 to +20.5 to +.2.5 to +20.5; anc
changed +l2 to +20.5 @ L600# to 10.5
to 20.5 @ 1700#.

Changed Maximum RPM crop from 125
RPM to 175 RPM and RPM difference

TR =

.ChYef, Engineering and
Manufacturing BTatsh
Southern Region, FAA

Date: August 16, 1976

6

Corrected Normal Operating Range on
Cylinder Head Temperature to read 200°
- 435°F. Added optional 10-540-W1AS5D
Engine and Fuel Flow Instrument mark-
ing.

Added item 6 to "Engine Check' require
for 10-540-W1A5D Engine.

Added item 8 to "Engine Check', item 7
to "Before Takeoff', and item 5 to
"Landing Checklist', all required for
airplane with 10-540-WIAS5D Engine.

Chief, Engineering and
Manufacturing Branch,

FAA, Southern Region

Date: /// & /f‘g
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