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AIRPLANE FLIGHT MANUAL

FOR

MAULE M-6-235
(s/n 7249C-7465C)

Airplane Serial No.

Registration No.

THIS DOCUMENT MUST BE KEPT IN THE AIRPLANE AT ALL TIMES.

o oo, Sl f T) i

Acting Chief, Engineering and Manufacturing Branch
Southern Region, FAA

DATE: June 25, 1981
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MAULE AIRCRAFT CORPORATION
AIRPLANE FLIGHT MANUAL
MAULE M-6-235
(s/n 7249C-7465C)

LOG OF REVISIONS

Page i

REV.

TO
PAGES

DESCRIPTION

APPROVAL AND DATE

Added 81 inch propeller Hartzell Model HC-

C2YR-1BF/F8468A-3R.

_Z/,/J\ﬂ/w%

Chief, Atlanta Alrcraft
Certlflcatlon Office, FAA,

Added Noise Level Data for Hartzell Model Hc-|Central Region

C2YR-1BF/F8468-3R.

Date: G -Z2387

Revised 2.3.B. ///CAUTION///.

N B

Actlng Chief,
Certification Office,
Central Region

Date: P/ -2

23

Revised 0il Pressure limits.

X@@«M@M

Agtlng Manager, Atlanta Air-
craft Certification Office,
FAA, Central Region

bate:_Jaoe 3 [ R3

Added Flap Control Placard.

Lo s

éLnager, Atlanéz Aircraft
Certification Office
FAA, Central Region

Dete: ol /2./,[@9;

11

Revised 3.2 ALTERNATOR FAILURE to include
aircraft with (Lamar) Alternator Control

System.

W

MiLger, Atlanég Aircraft

Certification Office
FAA, Central Region

Dateg}g% (2 19&3
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MAULE AIRCRAFT CORPORATION
ATRPLANE FLIGHT MANUAL
MAULE M-6-235
(s/n 7249C-7465C)

LOG OF REVISIONS

Page ia

TO
REV. PAGES DESCRIPTION APPROVAL AND DATE
F 5 Added 2.1.B.18a and revised 2.1.B.5 to in- M E(]
clude draining the Main Fuel Tank sumps. '
yanager, Atlant@ Aircraft
Certification Office
FAA, ‘Central Region
Date: _May L1, 1984
1
G 11 Revised 3.2 ALTERNATOR FAILURE to include
aircraft serial number 7249C.
Aerw/d Mrcraft
CertificAtion Office
FAA, Central Region
Date: 1 August, 1985
N T/
H 10 Noise level corrected to‘71.3 dBA.
4 Y rper—
nager, Aircraft fertifica-
rﬁt‘zi(on Office
FAA, Central Region
Date: JAN 7 185}
7
A11 Updated entire AFM to latest format. '

4 Added Lycoming 0-540-J3A5, 10-540-W1A5 and GAAT
0-540-B4B5 Engines and McCauley Propellers Mapédger, Aircraft Cepfification
B3D32C414-C/G-82NDA-4, -2 and B2D37C224-B/G- |Office

1 90RA-9. Corrected 0il Pressure limitation Federal Aviation Administration
effect. 7356C-7438C to read 7249C-7438C. Atlanta, Georgia
14 Added Front Door-Off Operation. :
. Date: é"/d" 5)%
23 Corrected Rear Seat Passenger Station to 56".
11 { Added '"Parking Brake...OFF" to 3.2.D. BEFORE
192 TAKEOFF and E. BEFORE LANDING.

M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



M-6-235 (SN 7249C-7465C).max



