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MAULE AEROSPACE TECHNOLOGY, INC.
AIRPLANE FLIGHT MANUAL

MAULE M-7-260

LOG OF REVISIONS

Page i

REV.| TO DESCRIPTION APPROVAL AND DA
PAGES ¢ © ”R_O TE
T Colentit
A 5,6 Added and revised Placards. /é > care %
Matiger, Aircraft Certification
12 Corrected Crosswind Component. Office, FAA
Atlanta, Georgia
19 Corrected omission.
Date:_ &~ 26~ 98
B 4 Vendor part number change.
b’dL Mangﬁr, Aircraft Certification
Office, FAA
Atlanta, Georgia
Date_ (& -23-99
C 12 Corrected (fully retracted) to read (first notch)
in ltem F. ’ ;‘?m, £ 43 O
Mangér, Aircraft Certification
Office, FAA
Atlanta, Georgia
Date:__9-i10-99
D 19 Added "-D" to item 5.a.
£ Lot Z_Rsdl
)Lm Manager, Aircraft Certification
2 Corrected unusable fuel to read 2.3 gallons.’ | Office, FAA
Atlanta, Georgia
4 Added McCauley Propellers B2D37C224-[ J/[ ]
13 -90RA-10.5 and B3D32C414-[ J/[ -82NDA-2. Date;_ 4-17-00
E 3,5, | Changed primary airspeed units to knots. % - /

‘\ﬁ‘/ Manager, Atlanta Aircraft

Certification Office, FAA
Atlanta, GA

Date:_MAR 07 2002

NOTE: See next Page ia for Revision F and later.
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MAULE AEROSPACE TECHNOLOGY, INC.
AIRPLANE FLIGHT MANUAL

MAULE M-7-260
Page ia
LOG OF REVISIONS
REV TO DESCRIPTION APPROVAL AND DATE
" | PAGES
F 11 in 3.3.A. FLAP SETTINGS, corrected Landing flap

handle position to read: Fourth Notch for 48° flap
position. In 3.3.B. RECOMMENDED FLAP
SETTINGS, corrected Landing flap setting to read:
- Normally Fourth Notch (48°/full flaps).

Sl A

Manager, Atlanta Aircraft
Certification Office, FAA
Atlanta, GA

Date: MAY 24 20m
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