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MAULE AEROSPACE TECHNOLOGY, INC.

AIRPLANE FLIGHT MANUAL
MAULE M-7-260C

LOG OF REVISIONS

Pagei

REV.| TO ESCRIPTION APPROVAL AND DATE
PAGES D
A 4 Vendor part number change. -
fm- Man@r, Aircréft Certification
Office, FAA
Atlanta, Georgia
Date:__(-23-99
B 12 Corrected (fully retracted) to read (first notch)
in ltem F.
f"” Manger, Aircraft Certification
Office, FAA
Atlanta, Georgia
C 19 Add "- D" to ltem 5.a. ¢ :Zgﬁgmg g . ZSaQ@:':
}[0-1. Managkr, Aircraft Certification
2 Corrected unusable fuel to read 2.3 gallon. Office, FAA
Atlanta, Georgia
4 Added McCauley Propellers B2D37C224-[ J/[ -
13 90RA-10.5 and B3D32C414-[ J/[ -82NDA-2. Date;_ 4-17-00
D 3,5, | Changed primary airspeed units to knots. 7
12-16
qg/ Manager, Aircraft Certification
Office, FAA, Atlanta, GA
Date: MAR 07 Z..
E 11 In 3.3.A. FLAP SETTINGS, corrected Landing

flap handle position to read: Fourth Notch for
48° flap position. In 3.3.B. RECOMMENDED
FLAP SETTINGS, corrected Landing flap
setting to read: - Normally Fourth Notch

AT

L ot

" Manager, Aircraft Certification
M Office, FAA, Atlanta, GA

MAY 2 4 2002

Date:

(48°/full flaps).
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MAULE AEROSPACE TECHNOLOGY, INC.
AIRPLANE FLIGHT MANUAL

MAULE M-7-260C
Page i
LOG OF SUPPLEMENTS
SUPP.| NO. OF APPROVAL
NO. | PAGES DESCRIPTION DATE
1 21 Inst. of Wipline 3000 Amphibious Floats - Maule Dwg 9186A. (03/12/99) Rev. A | 08/19/02
2 8 Inst. of Aqua 2400 Floats - Maule Dwg 9135A, Rev. E or later. (11/19/99) Rev. A | 08/19/02
3 6 (E;ngﬁsh to Metric Conversion Charts - required in aircraft when registered in 09/03/99
anada.
4 5 Inst. of S-TEC System 20 Single Axis Autopilot Model ST-810-20 (14v) - Maule 07/05/01
Dwg 9197A, Rev. C or later. (Sea)
5 5 Inst. of S-TEC System 30 Two Axis Autopilot Model ST-810-30 (14v) - Maule 07/05/01
Dwg 9197A, Rev. C or later. (Sea)
) 5 Inst. of S-TEC System 20 Single Axis Autopilot Model ST-872-20 (28v) - Maule 06/25/01
Dwg 9211A. (Sea)
) 5 Inst. of S-TEC System 30 Two Axis Autopilot Model ST-872-30 (28v) - Maule 06/25/01
Dwg 9211A. (Sea)
- 3 Inst. of GARMIN GNS-430 (GPS/NAV/COMM) System - Maule Drawing 7205A. 01/03/01
- 3 Inst. of GARMIN GNC-300XL (GPS/COMM) System - Maule Dwg 7207A. 01/03/01
- 3 Inst. of GARMIN GNC-250XL (GPS/COMM) System - Maule Dwg 7209A. 01/03/01
- 3 Inst. of Bendix-King KLX-135A (GPS/COMM) System - Maule Dwg 7219A. 01/03/01
) 5 Inst. of S-TEC System 20 Single Axis Autopilot Model ST-873-20 (14/28v) - 10/15/01
Maule Dwg 9212A. (Land)
5 Inst. of S-TEC System 30 Two Axis Autopilot Model ST-873-30 (14/28v) - Maule 10/15/01
B Dwg 9212A. (Land)
- 5 Installation of Apollo MX20 Multi-Function Display - Maule Drawing 7265A. 08/15/02
) 8 !,rwzsst?u\ation of GARMIN GNC-420 (GPS/COMM) System per Maule Drawing 06/30/03
) 9 Instaliation of GARMIN GNS-530 (GPS/NAV/COMM) System per Maule Drawing 06/30/03
7253A.
) 4 Instailation of GARMIN GTX-330 Mode S Transponder Traffic Information 06/30/03

System (TIS) per Maule Drawing 7255A.
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